IPC BOARD 4 .0 MP CMOS 1/3 SIZE 38*38mm

odule 2K DSP+1/3"4MP CMOS

Color 0.05Lux@F1.2; Black & White 0.005Lux@F1.2;
250db(AGC OFF)

DR DWDR: >80db
Audio Inp Audio MIC Input
Audio Outp 1CH Output, Speaker Optional
g pe CDS IR LED, Warm LED, White LED (Support PWM)
® 0 IR CUT, 1CH RESET, Alarm In, Alarm Out

Extra Motorized Zoom Auto Focus Lens Optional

oding Formz H.265. H.264
: 2560%1440, 1-25fps/s

O ed 2304*1296. 1920*1080. 1280*720, 1-30fps/s

704*576. 640*480. 640*360. 352*288, 1-30fps/s

128Kbps-8192bps continuous adjustable

Support Channel Name, Date & Time, Resolution & 4 lines characters adding

Video,picture

orage Method Cycling Recording, Alarm Recording

10 output, browser, management software
otoco ONVIF

Support IE6.0 and above browser(insert Web Server)
Support  10S. Android Platform

S -30°C - +60°C

d 0% - 90%
owe DC12V/ 110mA
0 ptio 1.3W

Dimensio 38* 38*10mm
eig 119
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1. CDS IR Control
2. Warm Led
3. Sensor Control

4. Alarm input

(5 seconds with GND)
3.Alarm (10 output 3V)
2. Reserved 102

1. Reserved 101
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